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Claim Rejections - 35 U. S.C. S 1 12 

The co-pending application No. 10/678,468 is directed to functional fluids. Whereas, 
the present invention is directed to a basestock and more particularly to basestock 
properties. In addition, both the pour points and viscosity indexes ranges are different 
even though they overlap. While co-pending application No. 10/678,460 does comprise 
a basestock, it is just one component in the functional fluid. 

Claim Rejections - 35 U.S.C. S 103 

Claims 1-42 arc rejected under 35 U.S.C. § 102 as being obvious by Berlowitz. 
Applicants are amending claims 1-5, 12-14, 27 and 28. The new limitation requires a 
viscosity index of 140 or greater, a pour point of about -20°C or lower and a ratio of 
measured-to-theoretical low-tcmperature viscosity less than 1.2, at a temperature of 
about -30C or lower, where the measured viscosity is cold-crank simulator viscosity and 
where theoretical viscosity is calculated at the same temperature using the Walther- 
MacCoull equation. Agreement was reached that the amendments obvioate the current 
rejection. 
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AMENDMENTS TO THE CLAIMS 

1 . (Currently amended) A base stock or base oil comprising the 

properties of: 

(a) a viscosity index (VI) of about 140 440 or greater, 

(b) a pour point of atee«t-2p40C or lower, 

(c) a ratio of measured-to-theoretical low-temperature viscosity less 
than 1 .2, at a temperature of about -30C or lower, where the measured viscosity is cold- 
crank simulator viscosity and where theoretical viscosity is calculated at the same 
temperature using the Walther-MacCoull equation, 

wherein said base stock or base oil is selected from the group consisting 
of Group I, Group II, Group lit, and Group V, and any combination thereof. 

2. (Currently amended) A base stock or base oil comprising the 

properties of: 

(a) a viscosity index (VI) of about 140 «0 or greater, 

(b) a pour point of about -204-OC or lower, 

(c) a ratio of mcasured-to-theoretical low-temperature viscosity less 
than.l .2, at a temperature of about -30C or lower, where the measured viscosity is cold- 
crank simulator viscosity and where theoretical viscosity is calculated at the same 
temperature using the Walther-MacCoull equation, and 

(d) a percent Noack volatility no greater than that calculated by the 

formula 

-6.882Ln(CCS@-35C) + 67.647, 
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where CCS@-35C is the base oil CCS viscosity in centipoise, tested at 
-35C, and that value as used in the equation is less than 5500 cP, and 

wherein said base stock or base oil is selected from the group consisting 
of Group I, Group II, Group III, and Group V, and any combination thereof. 



3. (Currently amended) A base stock or base oil with a VI of at least 140 
430 produced by a process which comprises: 

( 1 ) hy drotreating a feedstock having a wax content of at least about 
60 wt.%, based on feedstock, with a hydrotreating catalyst under effective hydrotrcating 
conditions such that less than 5 wt.% of the feedstock is converted to 650oF (343oC) 
minus products to produce a hydrotreated feedstock whose VI increase is less than 4 
greater than the VI of the feedstock; 

(2) stripping the hydrotreated feedstock to separate gaseous from 
liquid product; and 

(3) hydrodewaxing the liquid product with a dewaxing catalyst which 
is at least one of ZSM-48, ZSM-57, ZSM-23, ZSM-22, ZSM-35, ferrierite, ECR-42, 
ITQ-13, MCM-71, MCM-68, beta, fluorided alumina, silica-alumina or fluorided silica 
alumina under catalytically effective hydrodewaxing conditions wherein the dewaxing 
catalyst contains at least one Group 9 or Group 10 noble metal. 



4. (Currently amended) A base stock or base oil with a VI of at least 14C2 
439-produccd by a process which comprises: 

(1) hydrotreating a feedstock having a wax content of at least about 
50 wt.%, based on feedstock, with a hydrotreating catalyst under effective hydrotreating 
conditions such that less than 5 wt.% of the feedstock is converted to 650°F (343°C) 
minus products to produce a hydrotreated feedstock to produce a hydrotreated feedstock 
whose VI increase is less than 4 greater than the VI of the feedstock; 
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(2) stripping the hydrotreated feedstock to separate gaseous from 

liquid product; 

(3) hydrodewaxing the liquid product wilh a dewaxing catalyst whi ch 
is at least one of ZSM-22, ZSM-23, ZSM-35, ferrierite, ZSM-48, ZSM-57, ECR-42, 
1TQ-13, MCM-68, MCM-71, beta, iluorided alumina, silica-alumiria or fluorided silica- 
alumina under catalytically effective hydrodewaxing conditions wherein the dewaxing 
catalyst contains at least one Group 9 or 10 noble metal; and 

(4) hydrofinishing the product from step (3) with a mesoporous 
hydrofinishing catalyst from the M41 S family under hydrofinishing conditions. 

5. (Currently amended) A base stock or base oil with a VI of at least 140 
4-30 produced by a process which comprises: 

(1) hydrotreating a feedstock having a wax content of at least about 
60 wt.%, based on feedstock, with a hydrotreating catalyst under effective hydrotreating 
conditions such that less than 5 wt.% of the feedstock is converted to 650°F (343°C) 
minus products to produce a hydrotreated feedstock to produce a hydrotreated feedstock 
whose VI increase is less than 4 greater than the VT of the feedstock; 

(2) stripping the hydrotreated feedstock to separate gaseous from 

liquid product; 

(3) hydrodewaxing the liquid product with a dewaxing catalyst which 
is ZSM-48 under catalytically effective hydrodewaxing conditions wherein the 
dewaxing catalyst contains at least one Group 9 or J 0 noble metal; and 

(4) Optionally, hydrofinishing the product from step (3) with MCM-4 1 
under hydrofinishing conditions. 

6. (Previously presented) The product as in claim 3, 4, or 5 wherein said 
feedstock is a synthetic gas to liquid feedstock. 
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7. (Previously presented) The product as in claims 3, 4, or 5 wherein said 
feedstock is made by a Fischer-Tropsch process. 

8. (Original) A lubricant comprising the base stock or base oil of claims 

1,2, 3, 4 or 5. 

9. (Original) A lubricant comprising the base stock or base oil of claims 
1, 2, 3, 4 or 5. and at least one performance enhancing additive. 

10. (Currently amended) A lubricant comprising a base stock or base oil, 
said base stock or base oil having the properties of: 

(a) a viscosity index (VI) of about 140 or greater, 

(b) a pour point of about -20 WC or lower, 

(c) a ratio of measured-to- theoretical low-temperature viscosity less 
than 1.2, at a temperature of about -30C or lower, where the measured viscosity is cold- 
crank simulator viscosity and where theoretical viscosity is calculated at the same 
temperature using the Walther-MacCoull equation. 

wherein said base stock or base oil is selected from the group , 
consisting of Group I, Group 11, Group III, and Group V, and any combination thereof. 

11. (Currently amended) A lubricant comprising a base stock or base oil, 
said base stock or base oil having the properties of: 

(a) a viscosity index (VI) of about 140 +3© or greater, 

(b) a pour point of about -204£C or lower, 

(c) a ratio of mcasured-to-theoretical low-temperature viscosity less 
than 1.2, at a temperature of about -30C or lower, where the measured viscosity is cold- 
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crank simulator viscosity and where theoretical viscosity is calculated at the same 
temperature using the Walther-MacCoull equation, and 

(d) a percent Noack volatility no greater than that calculated by the 

formula 

-6.882Ln(CCS@-35C) + 67.647, 
where CCS@-35C is the base oil CCS viscosity in centipoisc, tested at - 
35C, and that value as used in the equation is less than 5500 cP, and 

wherein said base stock or base oil is selected from the group 
consisting of Group 1, Group 11, Group III, and Group V, and any combination thereof. 

12. (Currently amended) A lubricating comprising at least one base stock 
or base oil wherein said base stock or base oil has a VI of at least J40 4-34 produced by 
a process which comprises: 

( 1 ) hydrotreating a feedstock having a wax content of at least about 
60 wt.%, based on feedstock, with a hydrotreating catalyst under effective hydrotreating 
conditions such that less than 5 wt.% of the feedstock is converted to 650oF (343oC) 
minus products to produce a hydrotreated feedstock whose VI increase is less than 4 
greater than the VI of the feedstock; 

(2) stripping the hydrotreated feedstock to separate gaseous from 
liquid product; and 

(3) hydrodewaxing the liquid product with a dewaxing catalyst which 
is at least one of ZSM-48, ZSM-S7, ZSM-23, ZSM-22, ZSM-35, ferrierite, ECR-42, 
ITQ-13, MCM-71, MCM-68, beta, fluorided alumina, silica-alumina or fluorided silica 
alumina under catalytically effective hydrodewaxing conditions wherein the dewaxing 
catalyst contains at least one Group 9 or Group 10 noble metal. 
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13. (Currently amended) A lubricant comprising at least one base stock 
or base oil wherein said base stock has a VI of at least 140 4 40 produced by a process 
which comprises: 

(1) hydrotreating a lubricating oil feedstock having a wax content of 
at least about 50 wt.%, based on feedstock, with a hydrotreating catalyst under effective 
hydrotreating conditions such that less than 5 wt.% of the feedstock is converted to 
650"F (343°C) minus products to produce a hydrotreatcd feedstock to produce a 
hydrotrcated feedstock whose VI increase is less than 4 greater than the VI of the 
feedstock; 

(2) stripping the hydrotreated feedstock to separate gaseous from 

liquid product; 

(3) hydrodewaxing the liquid product with a dewaxing catalyst which 
is at least one of ZSM-22, ZSM-23, ZSM-35, ferrieritc, ZSM-48, ZSM-57, ECR-42, 
ITQ-13, MCM-68, MCM-71, beta, fluorided alumina, silica-alumina or fluorided silica- 
alumina under catalytically effective hydrodewaxing conditions wherein the dewaxing 
catalyst contains at least one Group 9 or 10 noble metal; and 

(4) hydrofinishing the product from step (3) with a mesoporous 
hydrofinishing catalyst from the M41S family under hydrofinishing conditions. 

14. (Currently amended) A lubricant comprising at least one base stock 
wherein said base stock has a VI of at least 140 4 30-produced by a process which 
comprises: 

(I) hydrotreating a lubricating oil feedstock having a wax content of 
at least about 60 wt.%, based on feedstock, with a hydrotreating catalyst under effective 
hydrotreating conditions such that less than 5 wt.% of the feedstock is converted to 
650°F (343°C) minus products to produce a hydrotreated feedstock to produce a 
hydrotreated feedstock whose VI increase is less than 4 greater than the VI of the 
feedstock; 
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(2) stripping the hydrotrcated feedstock to separate gaseous from 

liquid product; 

(3) hydrodewaxing the liquid product with a dewaxing catalyst which 
is ZSM-48 under catalytically effective hydrodewaxing conditions wherein the 
dewaxing catalyst contains at least one Group 9 or 10 noble metal; and 

(4) Optionally, hydrofinishing the product from step (3) with MCM- 
41 under hydrofinishing conditions. 

15. (Original) The lubricant as in claim 12, 13 or 14 wherein said 
feedstock is a synthetic gas to liquid feedstock. 

16. (Original) The lubricant as in claims 12, 13 or 14 wherein said 
feedstock is made by a Fischer-Tropsch process. 

] 7. (Original) A lubricant composition comprising the base oil or base 
stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
equal to about 7000 at -25C and the Noack Volatility is less than or equal to about 1 5 
wt%. 

18. (Original) A lubricant composition comprising the base oil or base 
stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
equal to about 6600 at -30C and the Noack Volatility is less than or equal to about 15 
wt%. 

19. (Original) A lubricant composition comprising the base oil or base 
Stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
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equal to about 6200 at -35C and the Noack Volatility is less than or equal to about 1 5 
wt%. 

20. (Original) A lubricant composition comprising the base oil or base 
stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
equal to about 7000 at -25C and the Noack Volatility is less than or equal to about 13 
wt%. 

21. (Original) A lubricant composition comprising the base oil or base 
stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
equal to about 6600 at -30C and the Noack Volatility is less than or equal to about 13 

wt%. 

22. (Original) A lubricant composition comprising the base oil or base 
stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity is less than or 
equal to about 6200 at -35C and the Noack Volatility is less than or equal to about 13 
wt%. 

23. (Original) A viscosity modifier solution comprising a viscosity 
modifier blended into the base stock of base oil of any one of the claims 1, 2, 3, 4 or 5. 

24. (Original) An additive concentrate comprising the base stock or base 
oil of any one of the claims 1,2, 3, 4 or 5. 

25. (Currently amended) The method of making a lubricant comprising 
(a) obtaining a base stock or base oil having the properties of 
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(i) a viscosity index (VI) of 140 4 30 or greater, 

(ii) a pour point of -2O40C or lower, 

(iii) a ratio of measured-to-theoretical low-temperature viscosity 
less than 1 .2, at a temperature of -30C or lower, where the measured viscosity is 
cold-crank simulator viscosity and where theoretical viscosity is calculated at the 
same temperature using the Walther-MacCoull equation. 

wherein said base stock or base oil is selected from the group 
consisting of Group I, Group II, Group III, and Group V, and any combination thereof^ 
(b) blending the base stock or base oil to create the lubricant. 

26. (Currently amended) The method of making a lubricant comprising 
(a) obtaining a base stock or base oil having the properties of 

(i) a viscosity index (VI) of 140 ±3£ or greater, 

(ii) a pour point of -2040C or lower, 

(iii) a ratio of measurcd-to-theoretical low-temperature viscosity 
less than 1.2, at a temperature of -30C or lower, where the measured viscosity is 
cold-crank simulator viscosity and where theoretical viscosity is calculated at the 
same temperature using the Walther-MacCoull equation, and 

(iv) a percent Noack volatil ity no greater than that calculated by 

the formula 

-6.882Ln(CCS@-35C) + 67.647, 
where CCS@-35C is the base oil CCS viscosity in centipoise, tested at 
-35C, and that value as used in the equation is less than 5500 cP, and 



. PAGE 12/21 * RCVD AT 7/1 312007 2:29:31 PM [Eastern Daylight Time) * SVR:USPT0-EFXRF-1I6 * DNIS:2738300 » CSID:908 730 3649 * DURATION (mm-ss):05-28 

. Copied from 1 167845? on 08/ 1 0/2009 



JUL- 13-3307 14:31 FROM: EXXONMOBIL LOW DEPT 908 730 3649 



TO:USPTO 



P.-13--21 



U.S. Serial No. 10/678,457 

Reply 10 Office Action of: April 13,2007 Page 1 2 

Family Number: P2002J1 09 US2 

wherein said base stock or base oil is selected from the group consisting 
of Group I, Group II, Group III, and Group V, and any combination thereof:- 
(b) blending the base stock or base oil to create the lubricant. 

27. (Currently amended) The method of making an additive concentrate 
(a) obtaining a base stock or base oil having the properties of 

(i) a viscosity index (VI) of 140 4^0 or greater, 

(ii) a pour point of -20-tOC or lower, 

(iii) a ratio of measured-to-theoretical low-temperature viscosity 
less than ] .2, at a temperature of -30C or lower, where the measured viscosity is 
cold-crank simulator viscosity and where theoretical viscosity is calculated at the 
same temperature using the Walther-MacCoull equation, and 

wherein said base stock or base oil is selected from the group 
consisting of Group I, Group II, Group III, and Group V, and any combination thereof:? 
(b) blending the base stock or base oil to create the lubricant. 

28. (Currently amended) The method of making an additive concentrate 

comprising 

(a) obtaining a base stock or base oil having the properties of 

(i) a viscosity index (VI) of 140 4 -30 or greater, 

(ii) a pour point of -2040C or lower, 

(iii) a ratio of measured-to-theoretical low-temperature viscosity 
less than 1.2, at a temperature of ~30C or lower, where the measured viscosity is 
cold-crank simulator viscosity and where theoretical viscosity is calculated at the 
same temperature using the Walther-MacCoull equation, and 
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(iv) a percent Noack volatility no greater than that calculated by 

the formula 

-6.882Ln(CCS@-35C) + 67,647, 
where CCS@-35C is the base oil CCS viscosity in centipoise, tested at - 
35C, and that value as used in the equation is less than 5500 cP, and 

wherein said base stock or base oil is selected from the group consisting 
of Group I, Group IT, Group III, and Group V, and any combination thereof^ 
(b) blending the base stock or base oil to create the lubricant. 

29. (Original) The method of making an additive concentrate comprising 
incorporating a base stock or base oil of any one of the claims 3, 4 or 5. 

30. (Original) The method of making a lubricant comprising 
Incorporating said additive concentrate of either claim 27 or 28. 

31. (Original) The method of making a lubricant comprising 
incorporating an additive concentrate comprising incorporating a base stock or base oil 
of any one of the claims 3, 4 or 5. 

32. (Original) A method of improving the CCS viscosity of abase stock 
comprising incorporating said base stock or base oil of any one of the claims 1, 2, 3 , 4 
or 5. 



33. (Original) A method of improving the CCS viscosity of a lubricant 
comprising incorporating a base stock or base oil of any one of the claims 1, 2, 3, 4 or 5. 
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34. (Original) A method of reducing the Noack volatility of a base stock 
comprising incorporating a base stock or base oil of any one of the claims 1, 2, 3 , 4 or 5. 

35. (Original) A method of reducing the Noack volatility of a lubricant 
comprising incorporating a base stock or base oil of any one of the claims 1, 2, 3, 4 or 5. 

36. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 7000 at -25C and the Noack Volatility is 
less than or equal to about 15 wt%. 

37. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 6600 at -30C and the Noack Volatility is 
less than or equal to about 15 wt%. 

38. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 6200 at -35C and the Noack Volatility is 
less than or equal to about 15 wt%. 

39. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 7000 at -25C and the Noack Volatility is 
less than or equal to about 1 3 wt%. 
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40. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 6600 at -30C and the Noack Volatility is 
less than or equal to about 13 wt%. 

41. (Original) A method of improving a lubricant by admixing the base 
oil or base stock of any one of the claims 1, 2, 3, 4 or 5, wherein the CCS viscosity of 
the final mixture is less than or equal to about 6200 at -35C and the Noack Volatility is 
less than or equal to about 13 wt%. 

42. (Original) A method of reducing the viscosity of a viscosity modifier 
solution by dispersing said solution in the base oil or base stock of any one of the claims 
1,2, 3, 4 or 5. 

43. (Previously presented) The lubricant of claims 1, 2, 10 and 11 
wherein the ratio of mcasurcd-to-theoretical low-temperature viscosity is less than 1 .16. 

44. (Previously presented) The lubricant of claims 1,2, 10 and 1 1 where 
the ratio of measured-to-theoretical low-temperature viscosity is less than 1.12. 



PAGE 1 6/21 * RCVD AT 7/13/2007 2:29:31 PM [Eastern Daylight Time) * SVR:USPT0-EFXRF-1/6 ' DNIS:2738300 * CSID:908 730 3649 • DURATION (mm-ss):05-28 

Copied from 11678457 on 08/10/2009 



